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In the Claims: 

1 - 4 (Cancelled) 

5. (Previously Presented) An egg lifting apparatus, comprising: 
a vacuum housing, comprising: 

opposite first and second ends, and an intermediate portion between 
the first and second ends; 

a first passageway extending through the vacuum housing between an 
inlet in the vacuum housing first end and an outlet in the intermediate portion; 

a second passageway extending through the vacuum housing between 
an inlet in the vacuum housing second end and an outlet in communication 
with the first passageway; 

a venturi assembly disposed within the first passageway outlet and in 
communication with the first passageway, wherein the venturi assembly 
comprises a throat section that is in communication with the second 
passageway, and wherein subatmospheric pressure is produced in the venturi 
throat section and second passageway upon the flow of air through the vacuum 
housing first passageway; 

a flexible cup secured to the vacuum housing second end and having an 
interior in communication with the second passageway, wherein the flexible cup is 
configured to engage and retain an egg in seated relation therewith when subatmospheric 
pressure is provided within the flexible cup interior via the second passageway; 

a plunger housing having opposite first and second ends and an axially- 
extending internal bore that terminates at respective first and second openings in the plunger 
housing first and second ends; and 

an elongated plunger having opposite first and second ends and an axially- 
extending internal bore that terminates at respective first and second ports in the plunger first 
and second ends, wherein the plunger first end is slidably secured within the plunger housing 
internal bore and the plunger second end extends from the plunger housing second opening 



PA(S 3/10 * RCVD AT 1 1/3«005 1:58:57 PM [Eastern Standard Time] * SVR:USPT(«FXRF</27 * DN1S:2738300 ' CSID:9!9 854 1401 1 DURATION (mm«s):03^0 



"NOV. 3.2005 2:00PM 919-854-1401 MBS&S 



NO. 2063 P. 4/10 



In re; Uich 

Serial No.: 10/680,762 
Filed: October 7, 2003 
Page 3 of 9 

and is secured to the vacuum housing first end such that the plunger axial bore is in 
communication with the vacuum housing first passageway and with the plunger housing first 
opening, wherein the plunger is configured for reciprocal movement between an extended 
and retracted position relative to the plunger housing, and wherein the plunger is moved to an 
extended position upon the flow of air through the second port into the plunger housing 
internal bore through the plunger housing first opening. 

6. (Original) The egg lifting apparatus of Claim 5, wherein the venturi 
assembly is removably secured within the first passageway outlet 

7. (Original) The egg lifting apparatus of Claim 5, wherein the flexible 
cup is removably secured to the vacuum housing second end. 

8. (Original) The egg lifting apparatus of Claim 5, further comprising a 
screen positioned within the interior of the flexible cup, wherein the screen is configured to 
prevent foreign matter from being pulled into the second passageway of the vacuum housing. 

9. (Cancelled) 

10. (Previously Presented) The egg lifting apparatus of Claim 5, wherein 
the plunger second end is removably secured to die vacuum housing first end. 

1 1 ( (Previously Presented) The egg lifting apparatus of Claim 5, wherein 
the plunger housing comprises a third opening that is in communication with the plunger 
housing internal bore, wherein the plunger is moved to a retracted position upon the flow of 
air through the second port into the plunger housing bore. 

12. (Allowed) An apparatus for removing eggs from an egg carrier, 

comprising: 

a frame; 
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a pressurized air source; 

a platform comprising an array of egg lifting devices, wherein each egg lifting 
device comprises: 

a vacuum housing, comprising: 

opposite first and second ends, and an intermediate 
portion between the first and second ends; 

a first passageway extending through the vacuum 
housing between an inlet in the vacuum housing first end and 
an outlet in the intermediate portion; 

a second passageway extending through the vacuum 
housing between an inlet in the vacuum housing second end 
and an outlet in communication with the first passageway; 

a venturi assembly disposed within the first passageway 
outlet and in communication with the first passageway, wherein 
the venturi assembly comprises a throat section that is in 
communication with the second passageway, wherein 
subatmospheric pressure is produced in the venturi throat 
section and second passageway upon the flow of air through the 
vacuum housing first passageway; 
a plunger housing secured to the platform and having opposite first and 
second ends and an axially-extending internal bore that terminates at 
respective first and second openings in the plunger housing first and second 
ends; 

an elongated plunger having opposite first and second ends and an 
axially-extending internal bore that terminates at respective first and second 
ports in the plunger first and second ends, wherein the plunger first end is 
slidabty secured within the plunger housing internal bore and the plunger 
second end extends from the plunger housing second opening and is secured to 
the vacuum housing first end such that the plunger axial bore is in 
communication with the vacuum housing first passageway and with the 
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plunger housing first opening, wherein the plunger is configured for reciprocal 
movement between an extended and retracted position relative to the plunger 
housing; 

a flexible cup secured to the vacuum housing second end and having 
an interior in communication with the second passageway, wherein the 
flexible cup is configured to engage and retain an egg in seated relation 
therewith when subatmospheric pressure is provided within the flexible cup 
interior via the second passageway; and 

a pressurized air source in communication with the plunger housing first 
opening, wherein the plunger is moved to an extended position and subatmospheric pressure 
is produced in the venturi throat section and second passageway upon the flow of air through 
the vacuum housing first passageway from the pressurized air source. 

13. (Allowed) The apparatus of Claim 12, further comprising an arm 
pivotaliy secured at one end to the frame and rotationally secured at an opposite end to the 
platform, wherein tie arm pivots between first and second positions, and wherein the 
platform is positioned above a first location when the arm is in the first position, and wherein 
the pjatform is positioned above a second location adjacent the first location when the arm is 
in the second position. 

14. (Allowed) The apparatus of Claim 12, wherein the venturi assembly is 
removably secured within the first passageway outlet. 

15. (Allowed) The apparatus of Claim 12, wherein the flexible cup is 
removably secured to the vacuum housing second end. 

16. (Allowed) The apparatus of Claim 12, further comprising a screen 
positioned within the interior of the flexible cup, wherein the screen is configured to prevent 
foreign matter from being pulled into the second passageway of the vacuum housing. 
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1 7, (Allowed) The apparatus of Claim 12, wherein the plunger second end 
is removably secured to the vacuum housing first end. 



18. (Allowed) The apparatus of Claim 12, wherein the plunger housing 
comprises a third opening that is in communication with the plunger housing internal bore, 
wherein the plunger is moved to a retracted position upon the flow of air through the second 
port into the plunger housing bore. 

19. (Cancelled) 



PAGE 7/10 * RCVD AT 1 1/3/2005 1 :58:57 PM [Eastern Standard Time] * SVfcUSPTMFXRF^ 1 DNIS:27W300 4 CSID:91 9 854 1401 * DURATION (mm-ss):03-30 



